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NOTES
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5.

PAY LIMIT

BEAM GUARDRAIL

(SEE NOTES 4 & 5)

NON-FLARED TERMINAL PAY LIMIT (SEE NOTE1) 10’ - 0" MIN.

EMBANKMENT

EDGE OF WIDENED

PLAN VIEW

ELEVATION VIEW

GROUND LINE

6

1

4
’ 
- 
0
" 

M
IN
.

(RELATIVE TO GRADE)

D
R

A
W

N
 B

Y
: 
 F

E
R

N
 L
ID

D
E

L
L

STANDARD PLAN C-4e

NON-FLARED TERMINAL

BEAM GUARDRAIL

SEE NOTE 2

Length for SKT-350 is 50’ (ft). Length for SKT-TL2 is 25’ (ft).

Terminal shall be installed at a taper, ensuring that end piece is entirely off the shoulder.

snow load rail washers must not be installed within the terminal limits.

When snow load post washers and snow load rail washers are required by the Contract, the

A reflectorized object marker shall be installed according to manufacturer’s recommendations.

by Road Systems, Inc. shall be installed according to the manufacturer’s recommendations.

recommendations. When a TL2 terminal is specified in the Contract an SKT-TL2 as manufactured 

An SKT-350 as manufactured by Road Systems, Inc. shall be installed according to manufacturer’s 
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